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LOCATING SEQUENTIAL STRINGS – Pipes and Culverts
	CODE
	PI*

	DESCRIPTION
	Pipe Inverts Located as a Single Point

	MODEL
	SERVICES DIRECT

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	Locate at invert

	COMMENTS
	Various Sizes as listed below
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Code

Internal Diameter (mm)

Code

Internal Diameter (mm)

PI01

300

PI05

600

PI02

375

PI06

900

PI03

450

PI07

1200

PI04

525

PI09

Undefined (List as text)




	CODE
	D*

	DESCRIPTION
	Pipe Inverts Located as a String

	MODEL
	SERVICES *

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	Locate at invert

	COMMENTS
	Various Sizes as listed below
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Code

Internal Diameter (mm)

Code

Internal Diameter (mm)

D1

300

D5

600

D2

375

D6

900

D3

450

D7

1200

D4

525

D9

Undefined (List as text)




	CODE
	PI*

	DESCRIPTION
	Culverts Located as a Point

	MODEL
	SERVICES DIRECT

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	Locate at invert

	COMMENTS
	Various Sizes as listed below
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Code

Width (mm)

Height (mm)

Code

Width (mm)

Height (mm)

PI10

300

150

PI20

750

600

PI11

375

225

PI21

900

300

PI12

450

150

PI22

900

450

PI13

450

225

PI23

900

600

PI14

450

300

PI24

900

750

PI15

600

225

PI25

1200

300

PI16

600

300

PI26

1200

450

PI17

600

450

PI27

1200

600

PI18

750

300

PI28

1200

900

PI19

750

450

PI29

Undefined (List as text)




	CODE
	C*

	DESCRIPTION
	Culverts located as a string

	MODEL
	SERVICES *

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	Locate at invert

	COMMENTS
	Various Sizes as listed below
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Code

Width (mm)

Height (mm)

Code

Width (mm)

Height (mm)

C10

300

150

C20

750

600

C11

375

225

C21

900

300

C12

450

150

C22

900

450

C13

450

225

C23

900

600

C14

450

300

C24

900

750

C15

600

225

C25

1200

300

C16

600

300

C26

1200

450

C17

600

450

C27

1200

600

C18

750

300

C28

1200

900

C19

750

450

C29

Undefined (List as text)




	CODE
	PIDD

	DESCRIPTION
	Domestic Outlet

	MODEL
	SERVICES DIRECT

	TINNABLE
	NO

	DIRECTIONAL
	

	LOCATION INFORMATION
	

	COMMENTS
	Locate at invert
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