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LOCATING SEQUENTIAL STRINGS – Depthed Underground Services
	CODE
	PU*

	DESCRIPTION
	Depthed services located as a point

	MODEL
	SERVICES DIRECT

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	

	COMMENTS
	Locate on top of pipe. Various types as listed below.



[image: image1]
	Code
	Service type
	Code
	Service type

	PUDD
	DPTI
	PUWW
	Water

	PUGG
	Gas
	PUTT
	Telecommunications

	PUSS
	Sewer
	PURR
	Railway

	PUUP
	Stormwater
	PUEE
	ETSA

	PURW
	Reclaimed Water
	PNFD
	Service Not Found

	PUUU
	Unknown Depthed service

	PNSU 
	Natural surface level taken above the depthed service


	CODE
	Z*

	DESCRIPTION
	Depthed services located as a string

	MODEL
	SERVICES DIRECT

	TINNABLE
	NO

	DIRECTIONAL
	NO

	LOCATION INFORMATION
	

	COMMENTS
	Locate on top of pipe. Various diameters as listed below.
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Code

Pipe Diameter (mm)

Code

Pipe Diameter (mm)

ZA

25

ZN

400

ZB

50

ZO

450

ZC

75

ZP

525

ZD

100

ZQ

550

ZE

125

ZR

600

ZF

150

ZS

750

ZG

175

ZT

850

ZH

200

ZU

900

ZI

225

ZV

1000

ZJ

250

ZW

1050

ZK

275

ZX

1200

ZL

300

ZY

1500

ZM

375

ZZ

1800

Z1

Bundle of conduits. Locate width at top (two strings per bundle).
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